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CITYLINE

Max. printing speed 30,000 c.p.h.
Max. reel diameter 1067 mm (42 inches)
Web width 915 mm (36 inches)
Printing unit modules Mono, H and 4 Hi Tower, Arch & Reverse Arch architecture
Cut-off length 533, 546, 578, 598.5 mm
(21,211, 22°,, 23'/, inches)
Plate mounting Toolless plate lock-up
Reelstand Standalone Stacked for Tower unit

Integrated for Mono unit

Folder Jaw folder 1:2:2 upto 4 webs

Accessories ¢ Plate punching device
¢ Plate bending device
¢ Centralised water tank

Other Features ¢ Bearers on both plate and blanket cylinders
e 7-roller inking system, with 2 forme rollers of differing diameters
e 4-roller brush dampening
¢ Reverse inching facility
¢ Pneumatic controls for impression on / off, ink roller and
dampening roller throw on / off
¢ PIV drive for RTF
e Web break detector for every web
¢ Bustle wheels to minimize fan out
¢ Jaw Folder, with diameter increment facility on folding cylinder

Optionals ¢ 3rd Fold
¢ Flying splicer
¢ Bay window
e Turner Bar
¢ Refrigerated water tank with return collecting tanks

¢ Pneumatics brakes on unwind

CONFIGURATION

5000mm
Min. height off building
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Cityline is subject to continuous upgradation resulting from ongoing research and development and practical experiences gained. Therefore, in the interest of the customers we
reserve the right to modify the specifications, features and technical datas without notice. Only the specifications while confirming the order shall be binding.
CITYLINE is a registered trademark of Manugraph India Ltd.
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